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Plugging in a PCS485-USB device into the target PC should result in Windows

launching the Add New Hardware wizard (below). If it does not, then PCS485-
USB drivers are probably already installed on the target P.C.

The following shows the installation procedure for Windows XP. Other Windows
versions have a similar installation procedure.

For first time that connects PCS485-USB to USB port, found new hardware
massage is illustrate.
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Then select install from a or specific location (Advanced) and click next
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@ Found New Har dware Wizard
Rl BT
Bilaecly Welcome to the Found New
Hardware Wizard
Thiz wizard helps you install software for: - . '
e
(i FC5485-U5E N

o If your hardware came with an installation CD
2 or Hoppy disk. insert it now.

what do you want the wizard to da?

O Install the software automatically [Aecommended)
(@) Install from a list or specific location [Advanced)

Click Next to cortinue.

i4 start B Found Hew N & )c gk Eelw | ustem

Select search for the best driver in these locations and select include this location
in the search (select locations with Browse) then click next.
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Found New Hardware Wizard

Please wait while the wizarg Hardware Installation

y 1 : The software pou are instaling for this hardware:
PCS485-USE

@ PC5485-USE

has not passed Windows Logo testing to verify its compatibility
with \windows 2P, [Tell me why this testing is important. |

Ci your i of thiz sof may impair
or destabilize the correct operation of your system
j either immediately or in the future. Microsoft strongly

recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Anpway J L STOP Installation J \ # 0

.
-l -

Mext

Cancel

_
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‘4 Start M Found

If follow window illustrate click on continue anyway.
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V2

it Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard has finished instaling the software for:

: PCS485U5E

Click Finish to cloge the wizard.

M Found Hev N & o= s 1000 PM

Click finish.
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Found New Hardware Wizard

Rl BT
il Welcome to the Found New
Hardware Wizard
Thiz wizard helps you install software for: - . '
RO C
mjﬁ;‘ﬂb USE Serial Part

o If your hardware came with an installation CD
2 or Hoppy disk. insert it now.

what do you want the wizard to da?

) Install the software automatically [Aecommended)
(@) Install from a list or specific location [dvanced)

Click Next to cortinue.

:4 start M Foune =[P 1000PH

Do previous steps again to complete installation.
Select install from a or specific location (Advanced) and click next
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Found New Hardware Wizard B ;
Rl 5 ; !
[Eallalicly Please choose your search and installation options. 'is
il (&) Search for the best driver in these locations.
mga, Usg the check boxes below ta limit or expand the default seaich, which includes local

paths and removable media. The best diver found will be installed.

[ Search remavable media (floppy. CO-ROM...]
Include this location in the search

‘ HAPCS48545BYWIN =P

v| [ Browse

() Don't search. | will choose the driver ta install

Choose this option to select the device diiver from a list. ‘Windows does not guarantee that
the diiver you choosze will be the best match for your hardware,

[ < Back H Mext > ][ Cancel J

V4 start M Foune 2 E(p | 10i01PM

Select search for the best driver in these locations and select include this location
in the search (select locations with Browse) then click next.
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Found New Hardware Wizard

Please wait while the wizarg

Hardware Installation

y 1 : The software pou are instaling for this hardware:
PCS485-USE

ﬁg PC5485.USE

has not passed Windows Logo testing to verify its compatibility
with \windows 2P, [Tell me why this testing is important. |

Ci your i of thiz sof may impair
or destabilize the correct operation of your system
j either immediately or in the future. Microsoft strongly

recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Anpway J L STOP Installation J \ # 0

.
.
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Mext Cancel

‘4 Start M Found

If follow window illustrate click on continue anyway.

PCS485T-USB
Driver installation guide



PARS CONTROL

Sifffsnie

W s ‘- -
_ .l !

@ Found New Hardware Wizard
ALt
gl Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for:

(g PC5485-USE

Click Finish to close the wizard,

< Back Finish Cancel

<4 start M Found hew ¢ = i Caw 102PM

Click finish to finalize the driver installation.
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=: Device Manage m|
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File Action View Help |
(=1 PARS-TYIZRY1OMM
- Computer

SfEATLE
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V‘GD

[+ e Disk drives
@ B g Display adapters -
P -2k, DYDJCD-ROM drives I 39 @
AL (81 = i
@W ; % E:ZEE: ::z: ;?izl::\lers be Gamms Date and Time  Display
[+ = IDE ATAJATAPT controllsrs
1+ keyboards f’
e b“) Mice and other pointing devices I@
B % Modems =vboard Mail Memory Card
B Monitars Parameter. .,
(= B8 Metwork adapters )
B 3Com Gigabit LOM (30940) ":ﬁ @ 0
+ Parts (COM & LPT =
% Prnceisnrs ! hters and QuickTime  Regional and
+ @, 50und, video and game controliers Faxes Language ...

m

e e |

=

W) System devices =
Universal Serial Bus controllers u @y g
undMaX  Sounds and Speech
Audio Devices

R

ckbar and  User Accounts
ark Menu

For setting your comport parameter select
Start > control panel > system > device manager > ports (COM & LTP)
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File  Action View Help |
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[+ Disk drives
@ = g Display adapters
- ik DYDJCD-ROM drives I DD @\
m’_-\_"’. W‘_ﬂﬂ' *-4= Floppy disk controllers o
el =, Floppy disk drives
=] @ IDE ATAJATAPI contrallers

¥ Keyboards NE
=] b‘j Mice and other pointing devices = I@ f’

\fbeGamma Date and Time  Display

2 % Modems | fevboard Mail Memory Card
B Manitors Parameter. ..
= E& MNetwork adapters )
B 3Com Gigabit LOM (3C340) st a 0
= 9 Ports (COM & LPT) = x
£ (,__\f Communications Port {COML) | fnters and QuickTime  Regional and
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+ %8 Processors
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B @2; Sound, video and game controllers | T Dot

Hardware Profiles

Then double click on PCS485-USB.
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Click on advanced
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EET R 2
S, pevice Manage PC5485-USB (COM4) Properties
5

RGN RRCT Advanced Settings for COM4 :: z.
= @ ‘

=] @ PARS-TYIFRY COM Part Mumber: _ = e
B a Computer

+|-ag® Disk drive - USB Transter Size: — 3 £

=] § Display ad
. =k DYDJCD-R,
i iﬁ?‘_?w!' *-4=} Floppy disl

Select lower settings to conect performance problems at low baud rates. @\
Select higher sattings for faster performanca. Defaults

&k -4 Floppy disl . fne  Display
i) IDE ATA(H Receive [Bytes): 4096 vI
+-%2 Keyboard . WE
+; b:j Mice and Tranzmit [Bytes]: 4096 vI ;’
S 2 Modems Memory Card
iz .o B Manitors - BM Option: Parameter...
= 8 Metwork &
- 3Com Select lower settings to conect response problems Q
=

=4 Parts (ol

- comm Latency Timer [msec): 8 vI Regional and
Lol Language ...

+ A’i Comm
Teonf _
é,i PCS4 - Miscellaneous O ption: g
+ %8 Processor Serial Enumerator
= @, sound, vi Minimurn Read Timeout (maec): m Serial Printer

Cancel If Power DFf

Minirurn 'Write: Timeout [maec); 0 VI Event On Surprize Remaoval

Set RTS On Close

o

Select your COM port number then click OK.
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w2/
EET R 2
S, pevice Manage PC5485-USB (COM4) Properties
5

RGN RRCT Advanced Settings for COM4 :: z.
= @ ‘

=] @ PARS-TYIFRY COM Part Mumber: _ = e

B a Computer

+|-ag® Disk drive - USB Transter Size: — 3 £

=] § Display ad
. =k DYDJCD-R,
i iﬁ?‘_?w!' *-4=} Floppy disl

Select lower settings to conect performance problems at low baud rates. @\
Select higher sattings for faster performanca. Defaults

&k -4 Floppy disl . fne  Display
i) IDE ATA(H Receive [Bytes): 4096 vI
+-%2 Keyboard . WE
+; b:j Mice and Tranzmit [Bytes]: 4096 vI ;’
S 2 Modems Memory Card
iz .o B Manitors - BM Option: Parameter...
= 8 Metwork &
- 3Com Select lower settings to conect response problems Q
=

=4 Parts (ol
g,y Commi Latency Timer [msec): 8 vI Regional and
£ A,i Comm Language ...
Feon| _
é,i PCS4 - Miscellaneous O ption: g

+ %8 Processor Serial Enumerator

8, sound, vi Minimurn Read Timeout (meec) |0 'I Serial Printer

Cancel If Power DFf

Minirurn 'Write: Timeout [maec); 0 VI Event On Surprize Remaoval

Set RTS On Close

o

Note:

Use PCS485-USB whit standard device.
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VAN Warning:

Do not disconnect while circuit is live.

Pinout :
Pin terminal

Vi (15-24 V DC)
GND

Earth

Nc

Data — (B)

Data +(A)

ONhAhWN-=-

PCS485T-USB is a universal high-speed hardware solution for enabling PCs to send
serial information long distances (1.2 km ) with newer USB PC's. for transferring
serial data over the Universal Serial Bus using Virtual COM Port or DLL software. In
a low-profile robust housing with locking nuts on the DB-9M end for secure serial
connections, PCS485-USB can be used to isolate remote devices from a PC
controller. No external power is needed since power is drawn solely from the USB
port. With automatic driver turnaround in half-duplex RS485 mode, PCS485-USB
supports baud rates up to 1Mbaud. For half duplex or multi-drop applications, a
link may be selected to enable the RS485 transmit buffer automatically, whenever
data is waiting to be sent in the 4096 byte transmit buffer. USB drivers are
provided for Windows '98/2000/Xp.
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